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technical notes
1 Direction of air flow is outside to in through the filter element.
2 Pop up indicators (65DPUGA-100) are fitted to models A028 MV to A058 MV as standard. Differential pressure 

gauges (65DPG250G) are fitted to models A059 MV to A390 MV as standard. Differential pressure gauges are 
fitted to all flanged models.

3 Manual drain valves (MDV25) are fitted to all models. Sterilisable glass drain flasks are supplied as standard, 
100ml for models A028 MV to A078 MV and 250ml for A079 MV to A390 MV. An additional ½" side entry 
drain port is included on models A391 MV to A686 MV.

4 Flow rates shown above are free air conditions when operating at atmospheric pressure.
5 Pressure for leak testing purposes MUST be limited to 7 barg and only applied with the drain valve and drain 

flask REMOVED.

specification
Grade MV

Particle removal efficiency* >99.995%

Maximum temperature 60°C 140°F

Maximum working pressure 0.5 barg 7 psig (see note 5)

Maximum working vacuum full vacuum

Element end cap colour code black

* in accordance with BS 3928-1969

filter  
model

pipe 
size

free air capacity at 
atmospheric pressure

dimensions (mm) weight  
Kg

element 
model

No. of  
elements

Nm³/h SCFM A B C D

A028 MV ¼ 3.5 2.1 70 25 191 85 0.6 E0406 MV 1

A038 MV 5 2.9 70 25 191 95 0.6 E0407 MV 1

A058 MV ½ 7 4.1 70 25 232 135 0.7 E0413 MV 1

A059 MV ½ 12 7.1 100 35 276 155 1.6 E0613 MV 1

A078 MV ¾ 15 8.8 100 35 276 155 1.6 E0613 MV 1

A079 MV ¾ 25 14.7 100 35 396 225 2.0 E0620 MV 1

A108 MV 1 33 19.4 100 35 396 225 2.0 E0620 MV 1

A109 MV 1 45 26.5 100 35 396 275 2.0 E0625 MV 1

A128 MV 1¼ 60 35.3 122 42 460 320 2.8 E0730 MV 1

A158 MV 1½ 70 41.2 122 42 460 320 2.8 E0730 MV 1

A159 MV 1½ 95 55.9 146 52 482 325 4.2 E0830 MV 1

A208 MV 2 120 70.6 146 52 482 325 4.2 E0830 MV 1

A209 MV 2 175 103 146 52 785 630 6.3 E0860 MV 1

A254 MV 2½ 190 112 210 66 595 410 8.5 E1140 MV 1

A340 MV 3 200 118 210 66 595 410 8.5 E1140 MV 1

A360 MV 3 225 132 210 66 815 630 10.5 E1160 MV 1

A390 MV 3 265 156 210 66 975 785 12.0 E1175 MV 1

A391 MV DN80 330 194 450 265 1205 n/a 58 E139 MV 1

A483 MV DN100 406 238 520 285 1245 n/a 74 E88 MV 3

A484 MV DN100 492 289 520 285 1245 n/a 74 E88 MV 4

A686 MV DN150 660 388 680 400 1400 n/a 165 E88 MV 6

medical vacuum filters

The Walker Filtration range of alpha series medical vacuum filters are designed to 
protect centralised hospital vacuum plant installations from liquid, solid and bacterial 

contamination, as specified in the UK Health Technical Memorandum 02-01 guidance.

MV

A028 MV to
A390 MV

A391 MV to
A686 MV
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Replacements and spare parts (refer to pages 38 – 41)




